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500K | 500K LOG potentiometer

Pickup 1 | 490R Gibson "rythm" humbucker
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Plastic control cavity cover, black (Stewart McDonald #1030)

Pickup 2 | 498T Gibson "treble" humbucker

Bridge | Bridge (connected to ground)
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Dimensions and scales in mm | s o vik mico™
' Drawn by - iZufzrngt;llI;gerboard: rosewood
* * Electronics: 3-way gelector switch, individual volume and
Description Scale Plastic bindin, cream (Stewart McDonald #4396, ou #4397) Benjamin Stouffs o ——? |
| IDate: Plc(11<1{ps.1 Gibson 490R (neck) & Gibson 498T (bridge) or
. 0 10 20 30 fi 111;’:3 e1§1rt1e-0-matic: with Stopbar tailpiece
Front pla’n Vlew E Copyright 2005 by Benjamin M.A. Stouffs. All rights reserved. 05/01/ 2 005 ?ul?egrs: Z}ibson "tulips"-st};lse " !




C

Plastic control cavity cover, black (Stewart McDonald #1030) |

El

EV

C'

Description

Electronics

Legend:
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« " | 0.05mfd capacitor

250K | 250K LOG potentiometer

500K | 500K LOG potentiometer

Pickup 1 | Gibson 490R "rythm" humbucker

Pickup 2 | Gibson 490T "treble" humbucker

Bridge | Bridge (connected to ground)
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Gibson SG-style guitar

Drawing units:

Specifications:

Dimensions and scales in mm

Drawn byvy:

Benjamin Stouffs

IDate:

05/01/2003

Scale length: 24,75 inches (629 mm)

Body: mahogany

Glued mahogany neck

22-fret fingerboard: rosewood

Nut: bone

Electronics:3-way toggle switch, individual volume and
tone controls per pickup

Finish: Nitrocellulose

Pickups: Gibson 490R (neck) & Gibson 490T (bridge) or
equivalent

Bridge: Tune-o-matic with Stopbar tailpiece

Tuners: Gibson "tulips"-style
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Description

Front plan view
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|Standard string tee, chrome (Stewart McDonald #0171)

l|)lastic inlay dots, black (Stewart McDonald #0016)

|3-ply plastic pickguard, white (Stewart McDonald #1039)

1|31astic knob for volume potentiometer, white (Stewart McDonald #0507)

|5—Way selector switch (Stewart Mc Donald #3192)

1|31astic knob for tone potentiometer, white (Stewart Mc Donald #0509)

|Strat—style jack plate, chrome (Stewart McDonald #0134)

Copyright 2005 by Benjamin M.A. Stouffs. All rights reserved.

Fender Stratocaster-style guitar

Drawing units:

Specifications:

Dimensions and scales in mm

Drawn byvy:

Benjamin Stouffs

IDate:

05/01/2003

Scale length: 25,5 inches (648 mm)

Body: ash or alder

Bolt-on maple neck

22-fret fingerboard: maple

Nut: bone

Electronics: 5-way selector switch, general volume control,
"neck" pickup tone control, "middle" and "bridge" pickups
tone control

Finish: Nitrocellulose or polyurethane

Pickups: Fender single-coils or equivalent

Bridge: fulcrum-style tremolo

Tuners: Fender 6 in-line
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Chrome neck attachment screws (Stewart McDonald #3357) Description I 2 5
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Description Scale |
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Telecaster-style bridge, chrome (Stewart McDonald #0025)
|
\\ Fender single-coil pickups for Telecaster (or equivalent)
/ Standard strap buttons, chrome (Stewart McDonald #0170)
|
6 in-line tuners, chrome (Stewart McDonald #195 1)|
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Bone nut for Fender-style guitar (Stewart McDonald #0224)|

— Medium/medium fretwire (Stewart McDonald #0148)|
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|Standard string tees, chrome (Stewart McDonald #0171)

1|31astic inlay dots, black (Stewart McDonald #0016)

|l-ply plastic pickguard, black (Stewart McDonald #1030)
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Description Scale
Front plan view| ‘=z’

?ontrol plate, chrome (Stewart McDonald #0132)

|3—Way selector switch (Stewart Mc Donald #3191)

'|'Dome knobs" for potentiometer, chrome (Stewart Mc Donald #0169)

'|'F00tball" jack plate, chrome (Stewart McDonald #0070)
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Fender Telecaster-style guitar

Drawing units:

Specifications:

Dimensions and scales in mm

Scale length: 25,5 inches (648 mm)
Body wood: ash
Neck: bolt-on

Plans drawn by:

21-fret maple fingerboard

Benjamin Stouffs

Nut: bone

Electronics: 3-way selector switch, general volume control,
general tone control

Finish: Nitrocellulose

Date:

Pickups: Fender single-coils

05/01/2003

Bridge: Hardtail strings-through-body type with integrated
bridge pickup hole
Tuners: Fender 6-inline




Fret positions

| Fret Distance from nut
” Note: The fretboard radius is 12". ! 1.389
; ‘ [ | The fretboard scale length is a TRUE 24 3/4", NOT Gibson's 2 2.700
1 -+ REEE T T + I T standard 24 9/16" + compensation = 24 3/4'. 3 3.937
If you order a pre-slotted fretboard, be sure to order the correct 4 5105
- scale length, or move the bridge mounting posts. 5 6.207
6 7.247
Fretting template //\\\\ 7 8.229
/ ! T 8 9.156
7 h T - 9 10.031
e o ////// -+ \\\\\ 10 10.857
/ | 7 —+ \\\\\ 11 11.636
E i 12 12.375
] e T & 13 13.066
! i o | 14 13.720
o | j\\\ -+ - 15 14.339
- i\ *F //// 16 14.923
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' adjustment access. The original was a Gibson style, but N
| adifferent style could be used. Follow the manufacturer's
Tool marks in cavity indicate that the neck pocket and tenon where /f directions for installation.
— created first and fitted together. This area of the tenon was removed |
/ when the pickup cavity was routed. See Construction Note //
{{
— 5/32in
' é 3/4in —
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1: Temporarily fit the neck to the body without the fretboard installed. N . F' Bridge Picun
2: Route the pickup cavity, removing the indicated portion on the neck tenon. N | | I {
3: Temporarily install pickup and ring. GEEREERED | Ji vouv v
4: Temporarily fit the fretboard and trim to fit against pickup mounting ring :
= 500K éﬂm}} —é 500K =
= = PickGuard. Trim to fit flush
Output ack 500K with pickup rings.
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'83 Gibson Flying "V" Korina Reissue

Drawn By Ian Alexander From Measurements, Scans and Pictures Provided By Gary Richardi
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